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LMD-K Cassette Ceiling

Fig. 80 Cap Gemini, Nieuwegein

System Description

• Flexible and accessible

• Matches a variety of structural modules 

• Available as Lay-In cassette or with Clip-In/Fold-Down/Slide function



A29
15.0

Be sure to see the latest version of this page on our website at:
www.LindnerUSA.com or www.Lindner.ag Cassette

This document is intellectual property of Arnstorf based Lindner-Holding KGaA. It may neither be duplicated, exploited for pro! t, distributed for business purposes nor shown to any third parties without our approval. Please note that all details, schemes, pictures and dimensions 
shown in this catalogue are without commitment and might vary due to ! nal project requirements. Especially all ! gures shown in inch are rough dimensions only. Our O&M manuals, Installation Recommendations, Product Data Sheet, etc. and the installation of Lindner products are 
exclusively foreseen for persons with special metal ceiling knowledge. For safety reasons all others are not allowed to use Lindner`s products. Lindner ceilings must be installed as a complete system. Missing, wrong or by other products substituted components, additional loads 
by services for e.g. luminaries and anchors not approved by Lindner can cause failure of the complete ceiling system.
Lindner ceilings are high-quality products for the interior only. All in our documents mentioned performances are subject to correct installation according to our company´s manuals and Standard Terms and Conditions.

Subject to change without notice. 

LMD-K Cassette Ceiling

Substructure
• Galvanized steel
• Roll-formed or bent steel pro! les

Metal Cassette Panels
• Standard panel sizes:

2" x 2" and 4" x 4" or
 600 x 600 mm and 625 x 625 mm
• Special sizes possible
• Galvanized steel as per DIN EN 10 142 / 10 152 and 

ASTM A 653
• Powder-coated ! nish
• Special ! nishes, such as Stainless Steel, Anodized

Aluminum, PurelineTM, etc possible
• Lay-On, Hook-On, Fold-Down or with
 Clip-In/Fold-Down/Slide function
• Produced in accordance with TAIM and CISCA quality 

standard
• Different joint designs possible

Fire Performance 
• Standard colors tested as per: EN 13 501-1,
 DIN 4102-1, BS 476, Parts 6 and 7 & ASTM E 84

Soundproo! ng
• Longitudinal sound reduction:
 In accordance with DIN EN ISO 140-9 up to
 Dn,f,w,P = 42 dB
• Sound absorption:
 In accordance with ISO 354 up to
 #w = 0.90 in accordance with ISO 11 654
 NRC = 0.90 in accordance with ASTM C 423

Special Features
• Compatible with Lindner light ! xtures and light ! xtures 

from various manufacturers
• Cutouts for recessed lights and sprinklers possible
• Available as radiant ceiling
• Unperforated or perforated,
 for perforation options see page A61
• Special perforations available on request
• Various perimeter trims available see page A57

General Technical Description

Fig. 81 DS 4, London
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LMD-K Cassette Ceiling

LMD-K 400 Lay-In

Fig. 82

k31730

Fig. 83a  Metal cassette panel, Type K10 with 15/16“ 
(24mm) T-Pro! le

Fig. 84  Metal cassette panel, Type K9 with 15/16“ 
(24mm) T-Pro! le

k5618
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Fig. 85  Metal cassette panel, Type K1
 with 15/16$ (24mm) T-Pro! le 

LMD-K Cassette Ceiling

Fig. 86  Metal cassette panel, Type K10 with 9/16$ 
(15mm) T-Pro! le

Fig. 89  Metal cassette panel, Type K10 with special 
pro! le, height 5/16$ (8mm)

k16895

k19778

k21566

k19276

k19277

Fig. 90  Metal cassette panel, Type K10 with special 
pro! le, height 5/8$ (16mm) 
alternative pro! le width of 1$ (26mm)

k27240

Fig. 88  Metal cassette panel, Type K11 with special 
pro! le

Fig. 87  Metal cassette panel, Type K10 with special 
pro! le 
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LMD-K Cassette Ceiling

Standard Cassette Panels

Fig. 95  Cassette panel, Type K11Fig. 91 Cassette panel, Type K1

k17186

k17203

k20532

k17203

Fig. 94  Cassette panel, Type K10

Fig. 93  Cassette panel, Type K9

Types K1, K9 and K11:
• Standard Modules:
 2" x 2", 4" x 4"
 600 x 600 mm and 625 x 625 mm
• Other panel dimensions available
• Unperforated or perforated,
 for perforation options see page A 61
• Special perforations available

Type K10:
• Modules: 2" x 2" with 15/16$ (24 mm) T-Pro! le or
 600 x 600 mm with 9/16$ (15 mm) T-Pro! le
• Unperforated or perforated with standard perforation
 L1,8.20 or L1,6.25 or L2,5.16
• Other perforations available
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LMD-K Cassette Ceiling 

LMD-K 410 Clip-In
Fig. 96

Fig. 98  Cassette panel Type K15
 with bevel

Fig. 97  Cassette panel Type K4

k5572

Fig. 99  Metal cassette panel, Types K4 and K8
 Without bevel
 Suspended construction with C-Pro! le, 

Removable panel

k22992k17203

k5572

Fig. 100  Metal cassette panels, Type K15
 With bevel
 Suspended construction with C-Pro! le, 

Removable panel

Fig. 97a  Cassette panel Type K8 

Types K4, K8 and K15:
• Standard Modules: 2‘x2‘, 4‘x4‘, 600x600mm, 625x625mm
• Other panel dimensions available
• With bevel (K15) or without bevel (K4, K8) available

• Unperforated or perforated, 
 for various perforations see page A61
• Special perforations available
• Access hole on request

Further dimensions availableFurther dimensions available
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LMD-K Cassette Ceiling

LMD-K 420 Clip-In/Fold-Down
Fig. 101

Fig. 102  Metal cassette panel, Type K3 with bevel 
and access hole 

Access hole:

All Clip-In cassette panels (K3, K4, K6, K7, K8, K15) are 
available with a drilled hole for the service hook to fold 
down the panel

k11568
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LMD-K Cassette Ceiling

Fig. 104  Metal cassette panel, Types K6 and K7 
Without bevel

 Suspended construction with C-Pro! le.
 The panel folds down, slides and is 

removable.

Fig. 103  Metal cassette panel, Type K3
 With bevel
 Suspended construction with C-Pro! le.
 The panel folds down, slides and is 

removable.

k17203

k17203k17203

k5572k5572

Fig. 107 Metal cassette panel, Type K7
 With bevel

Fig. 105  Metal cassette panel, Type K3
 With bevel

Types K3, K6 and K7:
• Standard Modules:
 2" x 2", 4" x 4"
 600 x 600 mm and 625 x 625 mm
• Other panel dimensions on request
• With bevel (K3) or without bevel (K6, K7) available
• Unperforated or perforated,
 for perforation options see page A61
• Special perforations on request
• Access hole on request

Fig. 106  Metal cassette panel, Type K6 
 Without bevel 

Length Width


